


1.2510 (~~K460) (RUS 3) PRECISION GAUGE PLATE JSR Engineering (Pty) Ltd.

Steel Proper�es Applica�ons
Excellent edge holding tool steel Blanking and stamping dies to cut metal up to 5 mm thick
High toughness and good wear resistance Plas�c moulds

Industrial blades Tolerances: 
Tel: 016 362 3683 Thickness: + 0.05 / - 0 mm
Contact: Billy-Joe Kitching (072 267 4834) e-mail: billy-joe.kitching@jsrengineering.co.za Width: + 0.2 / - 0 mm
Contact: Richard Modry (082 670 7046) e-mail: richard.modry@jsrengineering.co.za Length: + 5 / - 0 mm 

Colour code: Green Special sizes on request. STANDARD SIZES Length 500 mm
Thickness (mm) 1 1.5 2 3 4 5 6 8 10 12 15 18 20 25 30 40 50 60

Width (mm)
6
8

10
12
15
18
20
25
30
35
40
45
50
60
70
75
80
90

100
120
125
150
160
180
200
250
300
405
505

Tolerance on squares: + 0.2 / - 0 mm
Squares 5.0 6.0 7.0 8.0 10.0 12.0 15.0 16.0 18.0 20.0 23.0 25.0 30.0 35.0 40.0 45.0 50.0 60.0
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1.2379  (K110) PRECISION GAUGE PLATE JSR Engineering
High Chrome Tool Steel
Punches Tolerances: 
High performance blades Thickness: + 0.05 / - 0 mm
Special sizes on request Width: + 0.2 / - 0 mm

Length: + 5 / - 0 mm 

Colour code:  Yellow STANDARD SIZES Length 500 mm
Thickness (mm) →→ 2.2 3.2 4.2 5.2 6.2 8.2

Width (mm) ↓
10.3
12.3
15.3
20.3
25.3
30.3
40.3
50.3
60.3
70.3
80.3
90.3

100.3
125.3
150.3
200.3

Achievable hardness: 61 HRC JSR Engineering (Pty) Ltd
High wear resistance Tel: 016 362 3683 
High stability in hardening Contact: Billy-Joe Kitching (072 267 4834)

billy-joe.kitching@jsrengineering.co.za
Applications: Contact: Richard Modry (082 670 7046)
Punches richard.modry@jsrengineering.co.za
High performance blades and industrial knives
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1.2379 (~~K110) - GAUGE PLATE OVERSIZED (pre-machined) JSR Engineering
With added material on thickness & width for final grind after heat treatment or clean up after machining.
Unique product supplied by JSR Engineering to assist knife makers, tool makers and engineering workshops.
Most widely used high chrome cold work tool steel.
NB: Both thickness and width are fully squared up.

Tolerances: 
Thickness: + 0.2 / - 0 mm (segmental ground)
Width: + 0.4 / - 0 mm (segmental ground or fine milled) 
Length: + 5 / - 0 mm (sawn)

Colour Code: Yellow STANDARD SIZES Length 1000 mm
Thickness (mm) →→ 10.4 12.4 15.4 20.4 25.4 30.4 40.4 50.4 60.4 70.4 80.4 90.4 100.4
Width (mm) ↓

20.4
25.4
30.4
40.4
50.4
60.4
70.4
80.4

100.4
120.4
125.4
150.4
200.4
250.4
300.4
350.4
400.4

JSR Engineering (Pty) Ltd.
Tel: 016 362 3683

Contact: Billy-Joe Kitching (072 267 4834)

Contact: Richard Modry (082 670 7046)

billy-joe.kitching@jsrengineering.co.za
NOTE: SPECIAL SIZES ON REQUEST. IF YOU REQUIRE IN-BETWEEN SIZES IN WIDTH AND THICKNESS PLEASE CONTACT US FOR A DETAILED QUOTE. richard.modry@jsrengineering.co.za
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1.2510 (RUS 3) (~~K460) - GAUGE PLATE OVERSIZED (pre-machined) JSR Engineering 
With added material on thickness & width for final grind after heat treatment or clean up after machining. Tolerances: 
Unique product supplied by JSR Engineering to assist knife makers, tool makers and engineering workshops. Thickness: + 0.2 / - 0 mm (segmental ground)
Tool makers - consider this universal cold work tool steel for your tools and save costs. Width: + 0.4 / - 0 mm (segmental ground or fine milled) 
Blanking and stamping dies to cut metal up to 5 mm thick. Length: + 5 / - 0 mm (sawn)

Colour code: Green STANDARD SIZES Length 1000 mm
Thickness (mm) →→ 10.4 12.4 15.4 16.4 20.4 22.4 25.4 27.4 30.4 32.4 36.4 40.4 46.4 50.4 60.4
Width (mm) ↓

20.4
25.4
30.4
32.4
40.4
50.4
60.4
70.4
80.4
90.4

100.4
110.4
120.4
130.4
140.4
150.4
160.4
180.4
200.4
220.4
250.4
300.4
350.4
400.4
500.4

JSR Engineering (Pty) Ltd.
Tel: 016 362 3683
Contact: Billy-Joe Kitching (072 267 4834)
Contact: Richard Modry (082 670 7046)
billy-joe.kitching@jsrengineering.co.za

NOTE: SPECIAL SIZES ON REQUEST. IF YOU REQUIRE IN-BETWEEN SIZES IN WIDTH AND THICKNESS PLEASE CONTACT US FOR A DETAILED QUOTE. richard.modry@jsrengineering.co.za
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1.2312 (M200) Q&T (Pre-hardened to 31-33HRc) - Gauge Plate (oversized) JSR Engineering
PRE-MACHINED GAUGE PLATES (oversized) - with added tolerance for final machining Tel: 016 362 3683

Steel Proper�es Contact: Billy-Joe Kitching (072 267 4834)

Supplied quenched and tempered to 31 -33 HRc billy-joe.kitching@jsrengineering.co.za

Good machinability in pre-hardened condition Contact: Richard Modry (082 670 7046)

Suitable for nitriding; Achievable hardness 50 HRc. richard.modry@jsrengineering.co.za

Tolerances: 

Applica�ons Thickness: + 0.2 / - 0 mm (segmental ground)

Plastic moulds, Precision Inserts, Tools Width: + 0.4 / - 0 mm (segmental ground or fine milled)

Engineering components requiring high strength without further heat treatment Length: + 5 / - 0 mm (sawn)

Colour code: Purple Other sizes on request
Thickness (mm) →→ 6.2 8.2 10.4 12.4 15.4 20.4 25.4 30.4 40.4 50.4 60.4 70.4 80.4

Width (mm) ↓
20.4
25.4
30.4
40.4
50.4
60.4
70.4
80.4
90.4

100.4
110.4
120.4
130.4
140.4
150.4
160.4
180.4
200.4
220.4
250.4
300.4
350.4
405
505

Squares 10.4 12.4 15.4 20.4 25.4 30.4 40.4 50.4 60.4 70.4 80.4

Length 1000 mmSTANDARD SIZES
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1.3343 (M2) S600 High Speed Steel - oversized Gauge Plate (pre-machined) JSR Engineering
Oversize tolerance for grinding a�er heat treatment

We stock sheets 2.75 mm, 4.3 mm, 5.8 mm and 6.8 mm

Achievable hardness: 63 HRc

PROPERTIES OF HSS APPLICATIONS TOLERANCE:
High toughness Broaches Thickness: + 0.2 / - 0 mm
High compressive strength Punches Width: + 0.2 / - 0 mm
Good wear resistance Circular and flat industrial knives Length: + 5 / - 0 mm 

Colour Code: Grey / Blue STANDARD SIZES Length 500 mm
Thickness (mm) →→ 2.2 3.2 4.2 5.2 6.2

Width (mm)↓
10.3

12.3

15.3

20.3

25.3

30.3

40.3

50.3

60.3

70.3

80.3

90.3

100.3

125.3

150.3
200.3

Special sizes on request

JSR Engineering (Pty) Ltd.

Tel: 016 362 3683

Contacts: Billy-Joe Kitching (072 267 4834); billy-joe.kitching@jsrengineering.co.za
Contacts: Richard Modry (082 670 7046); richard.modry@jsrengineering.co.za
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Hardenable Stainless Steel 440B JSR Engineering Hardenable Stainless Steel 420 JSR Engineering
GAUGE PLATE OVERSIZES GAUGE PLATE OVERSIZED

FOOD INDUSTRY, MEDICAL INSTRUMENTS POULTRY PROCESSING KNIVES & EQUIPMENT
Excellent hardness, high wear resistance, High-hardness, good corrosion resistance, 
good corrosion resistance, high carbon martensi�c steel  martensi�c stainless steel.

Tolerances: Tolerances: 
Thickness: + 0.2 / - 0 mm (segmental ground) Thickness: + 0.2 / - 0 mm (segmental ground)
Width: + 0.4 / - 0 mm (segmental ground or fine milled) Width: + 0.4 / - 0 mm (segmental ground or fine milled)
Length: + 5 / - 0 mm  (sawn) Length: + 5 / - 0 mm  (sawn)
Special sizes on request Special sizes on request

STANDARD SIZES STANDARD SIZES

We stock sheets in 3.3 mm and 5 mm We stock sheets 3 mm and 3.5 mm
Achievable hardness: 58HRc Achievable hardness: 55HRc
Applications: Applications:
Poultry processing equipment (circular & flat blades) Poultry processing equipment (circular & flat blades)
Medical (surgical instruments) and pharmaceutical industry Medical (surgical instruments) and pharmaceutical industry 
Cutlery, cutting tool and blade industry, scissors Cutlery, cutting tool and blade industry, scissors
Food processing industry instruments Food processing industry instruments
Pump and valve parts for liquid and compressed air Brake discs
Knife industry Pump and valve parts for liquid and compressed air

Length 500 mm Length 500 mm
Thickness (mm) →→ 2.2 3.2 4.2 Thickness (mm) →→ 2.2 3.2

Width (mm) ↓ Width (mm) ↓
10.3 10.3
12.3 12.3
15.3 15.3
20.3 20.3
25.3 25.3
30.3 30.3
40.3 40.3
50.3 50.3
60.3 60.3
70.3 70.3
80.3 80.3
90.3 90.3

100.3 100.3
125.3 125.3
150.3 150.3
200.3 200.3

JSR Engineering (Pty) Ltd
Tel: 016 362 3683
Contact: Billy-Joe Kitching (072 267 4834) or Richard Modry (082 670 7046)
e-mail: billy-joe. kitching@jsrengineering.co.za
e-mail: richard.modry@jsrengineering.co.za

420 - 1.4034 STAINLESS STEEL440B - 1.4112 STAINLESS STEEL
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